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The modern radar environment is quite 
dense and includes intermittent signals 
from rotating emitters, multiposition 
staggers, and exotic signals. One useful 
way of characterizing this environment 
is by identifying constant PRI (Pulse 
Repetition Interval) emitters in real 
time. A method of signal processing 
known as time tracking can provide 
more accurate identification of constant 
PRI signals than other methods. With 
the appropriate hardware, over 200 
signals in the millisecond PRI range 
can be time tracked simultaneously. 
Lower PRI signals can still be tracked 
by faster, more rudimentary methods 
in order to boost total system through- 
put. This article will explain the time 
tracking algorithm and discuss some of 
the details of its implementation with 
bit-slice microprocessors. 


The Need For Time Tracking 


In a high-density radar environment, it 
is often desirable to identify constant 
PRI signals to reduce the number of 
pulse reports sent to auxiliary signal 
processing hardware. Since it will not 
be bombarded with every pulse report, 
the auxiliary hardware will have time 
to perform an extended analysis on the 
exotic emitters. One method of elimi- 
nating the constant PRI trains is by 


estimating their carrier rfs and, 
subsequently, masking out all pulses 
detected within a narrow frequency 
tolerance of these carrier frequencies. 
Unfortunately, the environment some- 
times consists of a high PRI and a low 
PRI signal with relatively close rfs. 


In this instance, a tracking scheme 
based solely on carrier frequency would 
identify one constant PRI train instead 
of the two actually present. A multi- 
position stagger would also be reported 
as a single pulse train. 


Frequency-only tracking also has 
limitations in dealing with signals from 
rotating emitters. These appear as a 
short burst of pulses, followed by a 
relatively lengthy period of inactivity. 
Based on carrier rf, it is not possible to 
determine whether these bursts of 
activity are independent signals, or if 
they all represent the same emitter. A 
more desirable tracking scheme would 
determine whether pulses from the cur- 
rent burst are a continuation of the 
constant PRI pulse train identified in 
the previous period of activity. 


To more accurately identify the afore- 
mentioned signals, a method known as 
time tracking can be employed. Time 
tracking involves forming an estimate 
of the initial time occurence of a pulse, 
and predicting subsequent occurences 
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Figure 1. Tracking intermittent pulses from a rotating emitter. 





by adding multiples of the PRI to the 
initial time estimate. An intermittent 
signal from a rotating emitter can be 
tracked by determining whether the 
first detected activity from the current 
burst is an integral number of multiples 
of PRI from the time occurence of a 
signal during the previous burst. 
Figure 1 depicts time tracking of an 
intermittent pulse train. Signals in a 
multiposition stagger can be de- 
interleaved by forming a different 
““time-of-first-occurrence” for each 
discrete pulse train, where all pulse 
trains contain the same PRI. In 
Figure 2, the de-interleaving process for 
a two-position stagger is shown. 

The time required to perform sophis- 
ticated real-time arithmetic computa- 
tions limits the use of time tracking for 
arbitrarily low PRI signals. Fortu- 


nately, many rotating emitters are 
characterized by a PRI large enough to 
be time tracked with state-of-the-art 
hardware. 


Frequency-only tracking still proves 
useful for tracking pulse dopplers and 
other low PRI signals. 


The Time Tracking Algorithm 


An effective algorithm for implement- 
ing time tracking in a “real-world” 
environment entails much more than 
simply adding the PRI to the ETOA 
(Estimated Time of Arrival) of the 
tracker. Since the PRI of a signal often 
falls in between two quantized intervals 
of time, the PRI addition must be per- 
formed in an extended format to pre- 
vent a rapid divergence between the 
ETOA and the Actual Time of Arrival 
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Figure 2. Time tracking of a two-position stagger. 
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Figure 3. Time tracking algorithm. 


(ATOA) of a pulse after multiple up- 
dates have occurred (see Figure 3). This 
numerical inaccuracy, as well as the 
PRI jitter inherent in most emitters, 
necessitates the use of a tolerance 
“window” when determining whether 
the new ETOA matches the ATOA of 
the incoming pulse. Furthermore, when 
the first pulse from the latest scan of a 
rotating emitter is detected, repeatedly 
adding PRI to compensate for the 
“missed” pulses is prohibitively slow. 
To overcome this obstacle, when a 
single PRI addition fails to update the 
ETOA sufficiently close to the ATOA, a 
modulus calculation equates the ETOA 
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to the ATOA, minus the amount by 
which the ATOA exceeds an integral 
multiple of PRI. This modulus calcu- 
lation also brings the ETOA back 
within the tolerance window after the 
cumulative quantization error from 
multiple PRI additions has forced the 
ETOA outside the window. 


To efficiently time track in a multi- 
signal environment, a data structure 
with the ETOAs stored in ascending 
order is necessary, because for a given 
incoming pulse ATOA, only the ETOAs 
smaller than this ATOA need be up- 
dated for a potential match. The small- 











est ETOA must be removed from the 
data structure, updated, and reinserted 
in the appropriate location (possibly a 
different one). If this updated ETOA 
fails to match the ATOA, the next 
smallest ETOA must be removed, up- 
dated, and reinserted. 


This procedure ceases if an ATOA/ 
ETOA match is found; otherwise, it 
continues until all smaller ETOAs have 
been updated past the ATOA. The 
algorithm must also halt if all trackers 
have been updated without an ATOA/ 
ETOA match occurring. 


Updating several trackers to attempt to 
match a single incoming ATOA may 
seem inefficient, but the updates for the 
non-matching trackers are usually not 
wasted. If four trackers are updated due 
to an incoming ATOA before a match 
is found, the first three trackers will 
match the next periodic occurence of 
their respective pulse trains without 
further computation. However, if the 
next pulse in the constant PRI train is 
not detected and assigned an ATOA, 
the corresponding tracker will require 
at least one additional update. Exactly 
one extra update, via the modulus calcu- 
lation, will occur if the next detected 
ATOA belongs to the same train as the 
missed pulse. If other signals remain 
active in the interim, the ETOA corre- 
sponding to the train with missed 
pulses will be repeatedly updated by 
PRI additions to keep it at least as large 
as the incoming ATOA. 


Hardware and Software 
Implementation of Time Tracking 


The multisignal update procedure 
discussed in the previous section 
imposes the following criteria on pro- 
spective ETOA data structures: speed 
and simplicity for removing an element, 
reinserting it and accessing the next 
higher ETOA. Two data structures 
satisfying these requirements are 


binary trees and linked lists. For insert- 
ing an element into an arbitrarily large 
list of N elements, the binary tree is 
more efficient; on the average, the 
correct insertion point can be found by 
examining (loggN) elements versus 
(N/2) comparisons in a linked list. 


However, the linked list is easier to 
implement in real-time hardware, and 
requires less time for changing pointers. 
In a computer simulation of a typical 
radar environment, the linked list pro- 
vided a smaller average reinsertion 
time when fewer than 60 signals were 
being time tracked. 


In the hardware implementation of the 
linked list illustrated in Figure 4, a 
dedicated memory board stores 
“tracking blocks” in an arbitrary order. 
These blocks contain the most recent 
ETOA, the PRI, the initial time esti- 
mate (ETOA) phase), and information 
useful for frequency tracking. At the 
address of the ETOA currently being 
updated or compared, a separate 
pointer memory contains the address 
of the next higher ETOA. A zero end-of- 
list marker is written into the pointer 
RAM at the address of the largest 
ETOA. An address comparator forces 
the ETOA comparison procedure to 
cease if this marker is encountered. 


Achieving the signal processing rate 
discussed in the introduction also 
requires a high-speed ALU controlled 
by a hardware-state machine or a 
microprocessor. The microprocessor- 
based approach simplifies the process 
of making the numerous control logic 
changes normally associated with a 
new algorithm. During the prototype 
state, a development station can be 
used to efficiently test sections of the 
time-tracking procedure. In addition, 
the use of a microprocessor simplifies 
implementation of the various signed 
and unsigned arithmetic comparisons 
used in the ETOA computation. The 
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Figure 4. Linked list ETOA data structure. 


only caveat is that the chosen processor 
must posses a short enough instruction 
cycle and sufficient parallel-processing 
capability to match the speed of a 
hardware-state machine. 


The 2900 Bit-Slice Microprocessor 
family provides the best combination 
of sophisticated arithmetic processing 
capability, high-speed interfacing to 
the ETOA data structure, and short 
instruction cycle time. As shown in 
Figure 5, this chip set can be used to 
construct a 32-bit processor which pro- 
vides 100-nanosecond ETOA resolu- 
tion. The heart of this processor con- 
sists of eight 2903A Arithmetic Logic 
Unit slices cascaded together. The 
2903A’s contain a nonrestoring divi- 
sion instruction, which can be used to 
efficiently implement the modulus 
calculation for intermittent pulses. As 
noted previously, this calculation is the 
key to accurate time tracking. 
Furthermore, these ALUs contain three 
independent data busses for inter- 
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facing to the ETOA tracking block 
structure. On a single processor cycle, 
ETOA data can be read in on one bus 
(the DA bus), and used as an operand 
for a result which will appear on the 
main system Y bus. The third bus (DB) 
can be used to read in tracker addresses 
from the linked list without interfering 
with data on the main Y bus. 


The time tracking software is con- 
trolled by the 2910 Program Sequencer 
whose opcodes include the vector jump 
instruction. With this feature, all 
requests for linked-list manipulations 
can be priority-encoded and tested on a 
single processor cycle. The active 
request with highest priority deter- 
mines which jump address is fetched 
from an auxiliary PROM and loaded 
into the sequencer. Thus, auxiliary 
frequency-tracking hardware can effi- 
ciently obtain the first or next tracker 
address without interfering with the 
critical path operation, which is per- 
formance of an ETOA update. 
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Figure 5. Time tracking processor block diagram. 


The flexible software structure of the 
bit-slice family also lends itself to 
efficient control documentation of the 
time tracking algorithm and the linked- 
list hardware. 


Instead of using a predefined assembly 
language, the designer creates a dic- 
tionary of arithmetic operations, jump- 
address conditions, data sources, and 
linked-list pipeline controls. The linked- 
list definitions include fields for latch 
enables, multiplexer selects for the 
address pipeline, and read/write selects 
for the tracking block and pointer 
memories. Fields from this dictionary 
are subsequently combined to form 
custom microcode instructions, and 
comments indicate the intended func- 
tion of the specialized hardware con- 
trolled by these fields. Figure 6 enu- 
merates the microcode fields used in 
the time-tracking processor and shows 
a sample instruction. 


A 2904 Status and Shift Control 
Register connects the most significant 


ALU slice and the least significant 
slice under control of a 5-bit opcode. 
When the modulus is converted from a 
floating-point to a fixed-point format 
via a double-precision upshift, the 2904 
routes the shifted-out MSB of the 
floating-point number to the LSB of the 
fixed-point version. The extended 
precision PRI addition requires that 
the carry-out of the most significant 
slice of the fractional part be routed to 
the carry-in of the least significant slice 
of the integer PRI portion. 


The 2904 can also be programmed with 
a four-bit opcode to select the appro- 
priate combination of carry and sign 
bits for both signed and unsigned 
arithmetic comparisons. The unsigned 
comparison is useful when comparing 
the updated ETOA against the ele 
ments of the linked list. Signed com- 
parisons are useful in determining 
when the fixed-to-floating point con- 
version of ATOA minus first-predicted 
ETOA is complete, and testing whether 


7 


0123 4.5 6 7 8.9 1011 12 13 14 15 16 17 18.19 20.21 22.23 





SELECT 2910 2904/ 
OUT OPCODE/ CC MUX 
(DIRECT- D-INPUT 
INPUT MUX 


MUX) 


ryididadedeyatal Dp pb |p}p jp Jolpfe 
she lelifolststeti lol fele] PRR ERR « a 


FLOATING 
POINT CONSTANTS 
NORMALIZER 
CONTROL 





JUMP. 2903 
ADDRESS/ SOURCE 


24 25 26 27 28 29 30 31 32 33.34 35 36 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 





Obit | LIAIATAIA 1B |B {BIB I}! Js ry {QtLyS 
EREEE 7/6151312|1 1013 |2\0]1 Ale 7ieWihial il 
weyeeem— 4 4 AO 








2903 2903 2903 2903 TRK 2904 2904 
OPCODE DEST/ AADDRESS BADDRESS TYP CARRY SHIFT 
SPECIAL IN 


2903 FUNCTION 
SOURCE 
A) MICROWORD.FORMAT 


CONTIN & RAMADB, INCRS, RAM,, CURRENT,,,,,,, MAR2903,,,, TRNUMOUT 


B) SAMPLE INSTRUCTION 


MAR MBR HANDSHAKE 
MUX MUX SIGNAL 
DECODER 
MBRD CONTROL 
MBRP MEMEN 


PTRWRT 
DATAWRT 


Figure 6. Microcode. 


an extra subtraction has occurred at 
the end of the nonrestoring division 
procedure. 


The use of a full 32-bit carry-ahead 
generator (54AS882) mitigates the 
limiting factor in processor operating 
speed, which is the time required to 
compute the carry-in for the most signi- 
ficant slice during the non-restoring 
division instruction. The carry look- 
ahead generator permits each instruc- 
tion to be completed in a single 200- 
nanosecond clock cycle. This cycle time 
permits an ETOA update via PRI addi- 
tion, and subsequent reinsertion, to 
occur in 6 microseconds. When the 
modulus calculation is performed, the 
complete process takes 10 micro- 
seconds. 


The physical separation of the arith- 
metic functions from the program 
control circuitry permits a conditional 
branch instruction to be executed dur- 
ing the same clock cycle as an arith- 
metic operation. When an updated 
ETOA is reinserted into the linked list, 
a conditional jump is permitted, based 
on whether the ETOA belongs between 
the N-1st element and the Nth element. 
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On the same processor clock cycle, an 
arithmetic operation is performed to 
ascertain whether the ETOA should be 
reinstated between the Nth and N+1st 
elements. A conventional micropro- 
cessor would require separate instruc- 
tion cycles for the conditional jump and 
the subtraction for the arithmetic 
comparison. 


Additional parallelism (with resultant 
speed improvement) can be achieved in 
this time-tracking processor by connect- 
ing a five-level hardware tracker 
address pipeline to the linked-list 
pointer memory. During the ETOA 
comparison procedure, to find the cor- 
rection reinsertion point in the linked 
list, this five-level pipeline permits 
access of consecutive ETOAs on succes- 
sive processor cycles without interven- 
tion by the 2903A ALUs. This is accom- 
plished by using the data read from the 
pointer memory during the current 
cycle as an address for the next cycle. 


In addition, this pipeline enables 
writing of the new pointer addresses to 
begin on the first cycle after the correct 
reinsertion point for the updated ETOA 
is determined. 











To implement the modulus calculation, 
the difference between the ATOA and 
the initial predicted time occurrence 
(ETOA phase), as well as the PRI, must 
first be expressed in floating-point 
notation. The difference in exponents 
of these two parameters determines the 
number of consecutive cycles of the non- 
restoring division instruction to be 
performed. During the first cycle of this 
division algorithm, the divisor is sub- 
tracted from the dividend, and the 
result is logically upshifted one bit. On 
subsequent cycles, the divisor is again 
subtracted from the remaining “partial 
dividend” if the previous cycle produced 
a ‘1’ quotient bit; otherwise, the divisor 
is added back to the partial dividend 
after shifting. This procedure elimi- 
nates the need to conditionally add the 
divisor back to the partial dividend on 
a cycle that produced a ‘0’ quotient bit 
(divisor > partial dividend). The mathe- 
matical justification for this procedure 
is that the partial dividend on the next 
cycle after a ‘0’ result will be: 


2 * (dividend - divisor) + divisor = 
2 * dividend - divisor. 


In the slower, restoring procedure, the 

divisor would have to be added back to 

the partial dividend prior to shifting, 

yielding: 

2 « (dividend - divisor) + divisor)) - divisor = 
2 * dividend - divisor. 


On the final cycle of the non-restoring 
division algorithm, the logical upshift 


is not performed. If this cycle produces 
a ‘1’ quotient bit, the partial dividend 
must be restored by adding the divisor 
back to it. The partial dividend now 
contains the modulus in floating-point 
notation. To convert this to a fixed- 
point answer, the floating-point number 
is first moved to the double-precision Q 
register of the 2903’s. 


One of the 16 general-purpose registers 
is selected to receive the carry-out from 
the Q-register as its carry-in. The 
divisor’s exponent determines the 
number of logical upshifts performed 
on the Q register. After these shifts, the 
aforementioned general purpose 
register contains the integer part of the 
modulus, and the Q register contains 
the fractional part. Note that the frac- 
tional PRI divisor required to prevent a 
rapid divergence between the ATOA 
and the predicted ETOA’s can produce 
a fractional modulus. 


Conclusion 


In summary, time tracking can be a 
useful means of identifying constant 
PRI signals without masking other 
signal activity in the same rf range. 
The bit-slice microprocessors contain 
the speed and arithmetic complexity 
necessary to implement time tracking. 
At the same time, they provide simpler 
algorithm documentation and data 
structure control than would be possible 
in a hardware-state machine imple- 
mentation. 


Glossary of Terms 


1. ATOA (Actual Time of Arrival) — 
The time assigned to the leading 
edge of a detected radar pulse by a 
free-running clock. 


2.ETOA (Estimated Time of 
Arrival) — The predicted time that 
the next pulse of a periodic pulse 
train will occur. 


3. ETOA Phase — The first occur- 
rence of a predicted pulse train. Used 
as areference point for predicting the 
next ETOA of an intermittent train. 


4. PRI (Pulse Repetition Interval) 
— The time interval between the 
leading edge of successive pulses in a 
periodic pulse train. 

5. Tracker — The set of parameters 
characterizing a predicted pulse 
train. These parameters include the 
ETOA, ETOA phase, PRI, and 
carrier rf of the train. 
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